




















CEMII/B -L32.5N

Practical Application

Applied in general purpose concrete and all building works, such as masonry mortars, plastering,
rendering, pavements and cement products as tiles, bricks, and hollow blocks. As the same
condition of CEM 1, it is not recommended to be used for foundation in the case of aggressive
sulphate soil.

Packing

- 2 Plies craft paper bag each of 50 Kg/bag.

Storing

- Cement bags should be stored in a dry place and kept away from a humid environment.
- Bags are stacked over wooden palettes.
- Cement bags should be covered in case of humid & rainy weathers.

Validity

- 6 months from the packing date, provided that it's properly stored as previously mentioned.
- Cement should be re-tested before use after this period.
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Explora-G

The Egyptian technological skills combined with Italcementi’s 40 years experience in oil industry

products offer Exfalora=&, the ultimate solution for companies looking for an easy to
disperse, consistent and performant oil well cement.

Explora-G is an oil well cement class G, HSR (High Sulphate Resistant Grade) in accordance
with APl (American Petroleum Institute) SPEC. 10 A.

As indicated by API, class G cements are intended for use with or without accelerators and
retarders to cover a wide range of well depths and temperatures.

Explora-G is the ideal solution for:
- Oil wells

- Gas wells

- Water wells

- Grouting for "offshore" platforms

Why Choose Explora-&G

- Explora-G. .. consistent cement with optimal interaction with additives offering the highest
and repetitive performance cement.

- Explora-&... an easy to disperse cement where slurries can easily be fluidized with low
percentage of additives. A noteworthy saving.

- Explora-G. .. easily used with sea water and salt saturated water making it possible to
obtain the desired slurry rheology even in special environments. During the displacement of
drilling fluids, the optimal turbulence of flows is achieved.

International Service

Due to its unique geographical location in Egypt, Tourah Cement is strategically placed to reach
each country of the Mediterranean basin, Middle and Far East.

The export sales are entrusted to Interbulk Trading (Lugano, Switzerland), a long experienced
trading company. As it has been involved in international cement sales for many years Interbulk
Trading can offer the most reliable commercial, logistic and shipping services available in the
market.



Advantages

The chemical-physical parameters required by API SPEC.10, which Exfalara=& is in accordance
with, guarantee:

- Mineralogical composition’s consistency of the product;

- High resistance to the water’s aggressions, connected to the C3A low percentage;

- Stability of slurries due to the low values of sedimentation (free water), guaranteeing the
homogeneity of the cementation column;

- Low percentage of alkali with suitable compatibility with additives;

- Thickening time consistency and fluidity of the slurries;

- Suitable maintenance of the metal tubes in the well (“casing") in short times (resistances to
8 hours) with reduction of the timing of stopping at the oilfield ("Wait On Cement");

- Elevated durability in water beds characterized by aggressive chemical attacks from geological
formations.

Packing

Product is available in bulk or in big bags of 1500 kg delivered anywhere in Egypt by trucks
and worldwide by vessels.

Tourah Cement is well equipped to offer the most suitable solutions to meet its customers’
needs.

Quality Assurance

Explora-& respects APl SPEC. 10A standards from selecting highest quality raw materials
in Tourah quarry, to strictly controlling clinker and cement production process.
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Stripe Color Codes

B Ordinary Portland cement

W Blast Furnace cement HH
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B Sulphate Resistant cement
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B Portland Limestone cement

CEMII/A-L325N

Main cement type

Indicated higher (A),
medium (B) and lower
(C) proportion of
Portland cement clinker

Sub-type indicates the
second main
constituent, in this case,
limestone

Standard strength class

Sub-class N indicates
normal early strength,
R indicates rapid early
strength
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